V Series

V Series Treadmill
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The V Series Treadmill offers simple
get-on-and-go functionality, and efficient

and effective workouts for a wide range 20" X607 (51 x 152 cm)
running surface.

of exercisers.

SLYBEX

Exercisers can start their workouts quickly with the 1S4 Intelligent Suspension System matches

intuitive console. 8” (20 cm) the mechanics of running. The deck is soft

step-up height. upon landing, firm in the middle and rigid
at toe-off.

SPECIFICATIONS

TG ITERNET) B8V Series Treadmill

Dimensions
(LxW x H)

SR 0.5 - 12 mph (0.8 - 19.3 kph)
(NI 0% - 15%

LA (RA)N 60" x 20" (152 x 51 cm)
Optional attachable TV or secure tablet holder offer in- Running Area (L x W) U EUNCCERERL)
workout entertainment. (VEVAVETANEI-L 8 400 bs (181 kg)

DI 3.0hp (6.0hp Peak) AC Motor

81" x 32" x 57" (205 x 82 x 145 cm)

120V, 20A or 230V, 10A (varies by country) outlet
LWEE with dedicated line, neutral, ground wires and
dedicated circuit breaker

Entertainment
Options

Heart Rate
Monitoring

Optional attachable TV or secure tablet holder
Contact Handles

TUV CUE certificate to UL1647, CSA C22.2-60335-1,
IEC60335-1; EN ISO 20957-1, EN 957-6, FCC Class
A (domestic), CE General Product Safety, Low
Voltage, EMC and RoHS Directives, ASTM

Compliance

FACILITY MANAGEMENT LEIEA Emergency Stop System and Safety Stop Pull Cord

. : . . . (LIT8 Charcoal Grey (Silver optional
Standard internet connection provides detailed equipment use Y P )

information, exerciser insights and preventive maintenance alerts.
Connection also enables remote equipment monitoring, which allows Warranty
our knowledgeable technicians to alert you in the rare case of a
problem, often before you know one exists.

Mechanical: 1 year
Labor: 1 year

Cosmetics: 6 months
Frame and motor: 7 years
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